
A
P

P
LI

C
A

TI
O

N
 N

O
TE

BMCM LÖSUNG
BMCM SOLUTION

Drehzahl-/ Drehmomentmessung
rotation speed / torque measurement
Druck-/ Temperaturmessung
pressure / temperature measurement
Spannungsmessung
voltage measurement
Geschwindigkeitsmessung
speed measurement
Messung der Windrichtung
measurement of the wind direction

Hardware: USB-AD14f, BP16,
MAL-PT100, MAL-ISO, USB-OI16
Software: NextView®

KLEINWINDENERGIEANLAGE
SMALL WIND ENERGY PLANT

Verglichen mit schnelldrehenden Kleinwindenergieanlagen 
(KWEA) mit 3 Rotorblättern erzeugen vielblättrige Lang-
samläufer kaum Geräusche oder hektischen Schlagschat-
ten, sind bisher jedoch deutlich weniger effizient. 
Die "OptiBine" (optimierte langsamlaufende Windturbine), 
entwickelt von der Fachhochschule Würzburg-Schweinfurt, 
versucht durch den Einsatz neuer Technik und Werkstoffe 
den Wirkungsgrad an moderne dreiblättrige Anlagen 
anzunähern. Durch die Montage der OptiBine auf eine 
Eisenbahn wurde ein "fahrender" Windkanal simuliert.

Compared to fast rotating small wind energy plants with 3 
rotor blades, multi-blade slow rotators produce almost no 
noise or hectic shadow flicker, but have been significantly 
less efficient so far. Using new technology and materials, 
the University of Applied Sciences Wuerzburg-Schweinfurt 
developed the "OptiBine", an optimized slow-rotating wind 
turbine to approach the efficiency of modern 3-blade 
systems. A "moving" wind channel was simulated by 
mounting the OptiBine on a train.
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